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Bitumen membrane BauderTOP UDS 3 

 

Non-breathable bitumen underlay membrane with lap-adhesive edges. Application on wood planking or 

composite wood panels. 

 Extremely durable 

 High-quality elasomer bitumen 

 Lap-adhesive longitudinal laps 

 

 

 

TECHNICAL DATA 

Product BauderTOP UDS 3 

Producer Paul Bauder GmbH & Co. KG, Germany 

Rolls lenght (DIN EN 1848-1) 10 m 

Rolls width (DIN EN 1848-1) 1 m 

Roll size 10 m2 

Weight (DIN EN 1848-1)  3000 g/m2 

Surface 
top Synthetic fibre fleece, foil edge strips 

bottom Synthetic fibre flece, adhesive lap 

Reinforcement Synthetic fibre fleece 

Fire behaviour (DIN EN 13501-1) Class E 

Resistant against water permeation 
(DIN EN 1928:2001) 

W1 

Item number 1790 0000 

Rolls on palette 20 rolls (200 m2) 

 

Austrian aluminium roof and facade manufacturer PREFA recommend using the 

BauderTOP UDS 3 bitumen membrane as underlay membrane below the standing seam 

roofs PREFLAZ®, as well as below aluminium small format roofs (rhomboids, shingle, roof 

tiles and panels). 
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